
Carefully follow the instructions below on how to quickly and easily set up your new tree. 
    1. Before you start to assemble your tree, choose an appropriate location near a wall outlet. 
    2. Assemble the tree stand and place on a level surface.  (See Fig. A)
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      Unfold the legs and lay the stand in a flat area. Then slide 
the locking disc downward and snap into place. 

Fig. A

Eye Bolt
Eye Bolt

1.   Pull apart the legs of the stand so that they are x-shaped.
2.   When inserting the bottom section of the tree into the assembled stand, thread the 

eyebolt into the stand and tighten until the pole is firmly secured.

      Insert and slide the legs upward into the slots of the 
base until firmly secured.

3. Each tree section is numbered with a tag. Please identify 
all sections before assembling. 

4. Assemble the tree from the bottom to the top. Start 
with the bottom section and remove protective cap 
before inserting into the assembled stand. Make sure 
the pole is firmly inserted and secured into the stand. 
(See Fig. B)

5. Continue by inserting the upper tree section(s) to the 
lower section(s) until inserting the tree top.

6. Allow branches to fall into place or gently pull up and 
out. When adjusting branches, be sure that all wires are 
free of branch hinges. 

7. Begin to shape the branches and tips working from the 
bottom to the top. Start with tips farthest from the pole 
and fan out one to the right, one to the left and one at 
the center of the main stem. (See Fig. C)

8. After shaping the entire tree following the previous 
step, slightly upsweep all branch tips for a uniform 

    look. Shift branches to fill any gaps. Your Christmas 
    tree is now complete and ready to be decorated.

Top view

Side viewFig. C

STORAGE INSTRUCTIONS

Loose Hinge Pin
1. Extra hinge pins are included for repairing the hinges. Place the branch into the slot of the bracket.
2. Insert a new hinge pin through the hole and secure using the retainer washer. (See Fig. D)

TROUBLE SHOOTING TIPS

Each tree includes hinge pins and washers.
SPARE PARTS

1. Remove all ornaments and decorations. 
2. Disassemble the tree from the top to the bottom. 
    Start with the tree top and gently lift straight up to remove 
    from section below and fold all branches toward the pole.
3. In case of difficulty separating the tree pole (trunk), apply a 
    small amount of lubricant at the joint and rotate the upper 
    pole in both directions. Lift up the upper pole again.
4. Continue by gently lifting straight up each section(s) from 
    the section below and fold all branches toward the pole until 
    the bottom section is removed from the tree stand. 
5. Carefully place all tree sections into shipping box and tape it shut.
6. When not in use, please store your tree in a cool, dry place away from sunlight. Exposing your tree to 

excessive heat or humidity may damage your tree.

WARNING!
Choking hazard! Not suitable for children under 3
years due to small parts

Fig. B
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Pull apart the legs of the stand so that they are snapped into an x-shape, place the 
tree stand on a level surface.

 To close the stand, press the metal button and fold the legs together.

Click

MODEL #:  TG50M4F14X03


